
G100
GİYOTİN SÜRME CAM BALKON SİSTEMİ
VERTICAL SLIDING GLASS BALCONY SYSTEM









G100  01

1,380 kg/mt

AĞIRLIK  /  Weight35
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19 19

100
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G100  02

1,827 kg/mt

AĞIRLIK  /  Weight

G100  81

1,320 kg/mt

AĞIRLIK  /  Weight

Ø72

Ø60

Ø64



G100  03

1,333 kg/mt

AĞIRLIK  /  Weight

G100  04

0,877 kg/mt

AĞIRLIK  /  Weight

105

79.1

95.3

105



G100  11

0,673 kg/mt

AĞIRLIK  /  Weight

40.5

15

G100  12

0,586 kg/mt

AĞIRLIK  /  Weight

15

40.5

8.3

8.3

G100  13

0,625 kg/mt

AĞIRLIK  /  Weight

15

40.5

8.3
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G11  44

0,504 kg/mt
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OUTSIDE

INSIDE



S1 S2 S3

G100-A6

G100-A6
G100 02

G100 02

G11 44

G100 81

G100-A4

G100-A4
X mm

X mm

G100-A6

G100-A6

SLİKON
SILICON

CAM - GLASS

16

G100T-A7
G100-A11

G100-81

G100  03



G100-A8

G100-81

G100-A7
G100-A11

G100-A1

G100T-A4

G100-A8

G100T-A4

G100-A7

G100T-A11

G100T-A4

G100-81

G100-A4 DİŞLİ ,G100 81 BORUYA
MONTAJ YAPILIRKEN HER İKİ DİŞLİ
ÇARKIN DİŞ YÖNÜ AYNI EKSENDE

OLMALIDIR.
G100-A4 Thread, G100 81 Pipe

Assembly,Both Gear Should Thread
Face Should Be The Same Axis

G100-A1 G100-A5 G100-81

YHB 3.9X13

YHB 3.9X25

685
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FW
 (1)

(3)-(4)-(5) = FW
 - 140mm

SH2

(6)-(7) = G100 03 / G100 04 = FW
 - 6mm

70

8

100

70

G100  01

35

100 G100 11
G100 11

G100 81

G100 03

10

FH

G11 44 / G100 02
FH - 140mm

8

G100 13
(FH-47mm)/3

G100 13
(FH-47mm)/3

8

(2) FW
 - 130mm

8
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G100
GİYOTİN SÜRM

E CAM
 BALKON SİSTEMİ

VERTICAL SLIDING GLASS BALCONY SYSTEM

PROFİLLER / PROFILES

 NO /
Number

ADET / Unit
KOD / Code

PROFİL ÇİZİMİ
/ Drawing

PROFİL TANIMI / Description
KESİM ÖLÇÜSÜ /
Cutting Dimensions

1
1

G100 01
YATAY ALT KASA PROFİLİ / Horizontal Bottom

Frame Profile
FW

2
1

G100 03
ÜST KASA MOTOR İÇ KAPAK PROFİLİ / Horizontal

Top  Frame Cover Motor Profile
FW

 - 6mm

3
1

G100 04
ÜST KASA MOTOR DIŞ KAPAK PROFİLİ / Horizontal

Top  Frame Cover Motor Profile
FW

 - 6mm

4
1

G100 81
MOTOR BORU PROFİLİ / Horizontal Motor Profile

FW
 - 40mm

5
2

G100 02
YAN KASA RAY PROFİLİ / Vertical Frame Rail Profile

FH - 140mm

6
2

G11  44
DÜŞEY SABİT CAM  ÇITASI / Vertical Glazing Bead

FH - 140mm

7
4

G100 13
DÜŞEY KANAT PROFİLİ / Vertical Sash Profile

(FH - 47mm) / 3

8
3

G100 11
YATAY KANAT PROFİLİ / Horizontal Sash Profile

FW
 - 140mm

9
1

G100 11
SABİT CAM YATAY KANAT PROFİLİ /Fixed Glass

Horizontal Sash Profile
FW

 - 130mm

10
1

G100 12
ÜST  KANAT BİTİŞ PROFİLİ / Top Horizontal Sash

Profile
FW

 - 140mm

7

77

AKSESUARLAR  / ACCESSORIES

MİKTAR / Unit
KOD / Code

PROFİL ÇİZİMİ
/ Drawing

PROFİL TANIMI / Description

1 Adet / Pcs
G100-A1

120 LİK MOTOR / Motor

* 1 Adet / Pcs
G100 - A2

TEKLİ KUMANDA / Single Remote Control

* 1 Adet / Pcs
G100 - A3

ÇOKLU KUMANDA / Multi Remote Control

2 Adet / Pcs
G100 - A4

DİŞLİ / Gear

1 Adet / Pcs
G100 - A5

TAMBUR PROFİL ADAPTÖRÜ / Motor Profile Adapter

2 Adet / Pcs
G100 - A6

METAL ASKI ZİNCİRİ / Metal Chain

1 Takım / Set
G100 - A7

MOTOR YAN SACI / Motor Side Cover

2 Adet / Pcs
G100-A8

ZİNCİR ADAPTÖRÜ / Chain Adapter

8 Adet / Pcs
SS AC-03

YAN KILAVUZ TEKER / Side Guide Roller

2 Adet / Pcs
G100 - A10

ZİNCİR ASKI SAÇI / Hanging Part

1 Takım / Set
G100 - A11

RULMAN TAKIMI / Roller Set

8XSH+2XFW
KF 67-550

FIRCA FİTİLİ / Brush Gasket

FW
EP2-01

FİTİL / Gasket

5XSW
EP100-01

KAPAMA FİTİLİ / Gasket

CAM KESİM ÖLÇÜLERİ / GLASS CUTTING SIZES

KOD / Code
TANIMI / Description

KESİM ÖLÇÜSÜ /
Cutting Dimensions

G1
G1 - SABİT CAM GENİŞLİK / Fixed Sash Glass W

idth
FW

 - 55mm

G1
G1 - SABİT CAM YÜKSEKLİK / Fixed Sash Glass Height

(FH - 41mm) / 3

G2
G2 - HAREKETLİ CAM GENİŞLİK /  Sash Glass W

idth
FW

 - 110mm

G2
G2 - HAREKETLİ CAM YÜKSEKLİK /  Sash Glass Height

(FH - 200mm) / 3

SABİT YÜKSEKLİK
FH/3 + 20mm

NOT: MAX KANAT ENİ 3500mm, MAX KANAT YÜKSEKLİĞİ 2800mm
          MAX SASH W

ITDH 3500mm, MAX SASH HEIGHT 2800mm

KESİM ÖLÇÜSÜ VE AKSESUAR LİSTESİ
CUTTING SIZES AND ACCESORIES

İKİ KUMANDADAN
BİRİSİ SEÇİLEBİLİR
YOU CAN CHOOSE
ONE OF THEM
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